
Step-by-step instructions on inspecting the Slick magneto. Both the Slick 4300 and the Slick 6300 series magneto is illustrated. Program lets you take apart the magneto and shows you what to inspect and what you need to do the inspection.


Includes: 

· Pictures of aircraft magneto types: D2000, D3000, Bendix 1200 series, Bendix S20 and Bendix S200 series, Bendix SF magneto, Eiseman magneto, Slick 400 series, Slick 662, Slick 664. 

· High Altitude Magneto Operation 

· Slick magneto application 

· Slick magneto model listing 

· Slick pressurized magnetos 

· Slick magneto Tools 

· Slick Laser Ignition tools 

· Parts of the magneto - high tension system 

· Parts of the magneto - impulse coupling 

· Parts of the magneto - magneto noise filter 

· Parts of the magneto - magneto points
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Step 4 Distributor gear and Brush and bearing bar.

(Carbon brush should be of uniform diameter. The brush tends to wear
o the side and this causes the brush to wobble and wear faster than
normal. We want enough brush to last il the next inspection and we.
desire 5 v, wear rate asths minimizes the amount of conductive
<arbon dust deposits nside the magneto. Brush and spring can be
emoved from the distributor gear by gently turing the brush
counterclocknise. Free length of the brush should be a least 10/64 of
n inch and overall ree standing length of the brush spring should be
greater than 19/32 inch. Spring should not have any distorion or fat
<pots on the windings. Replacement brush and spring i part number
G215,

Description
Rotor gear_
Rotor gear

Carbon brush and spring





Step through taking apart a Slick magneto. Each step shows part numbers and inspection tips.


[image: image3.jpg]Step 8. Points and cam follower

inspect the point surface. Replace if bumt or eroded. Inspect the plastc:
cam folowes for wear, Points should have 2 white frosty appestance a5
shown in the picture to the lower[ft. I they are blue o pitted then
eplace. I they look good then put »crop of cam grease MLEZ7 on the.
com. I you need to replace the points,the plasic cam follover and cam
reace are included with the point kit Burning and erosion s caused by
2 lack of capacitance in the primary circuit which crestes arching
eteen the points. Replace the capacitor f you see any arching or heat
damage. Torque point adjusting screwto 15-18 in-Lbs. Torque pivot
<crewto 15-18 in-Lbs.
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[ 430110ry 433 ) B ) “Primary. Contact Point Kit__
2342 thry 4354 Primary Contact Point Kit
2370 thry 4381 Primary Contact Point Kit
6310 thru 6362 Primary Contact Point Kit
6363 Primary Contact Point Kit
6364 Primary Contact Point Kit
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Slick 6320 magneto used on six
cylinder engines. This is a
pressurized magneto. Notice
the Pressure Tube Fitting on the
lower right.
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Impulse coupling used on Bendix magnetos
